KOM

KOM BY PASS

\ - e : KOM 400 Ill BY PASS
KOM 400 Ii _ R s .. g : KOM 600 Ill BY PASS
KOM 600 II - o o B B = T KOM 800 Ill BY PASS
KOM 800 II i - Y e . Ny

Vyrobek se pouziva pro
rozvod teplého vzduchu
z krbovych viozZek.
Vyrobek se pouziva pro : : .
rozvod teplého vzduchu e o = Korpus ventilatoru je
z krbovych vlozek. : | - § i zhotoven z galvanizované
\ : oceli.
Korpus ventilatoru je "
zhotoven z galvanizované Motor je vybaven
oceli. Krbovy ventildtor - BY PASS kuli_(':kovymi loZisky a
Krbovy ventildtor radialni turbinou.
Motor je vybaven
kulickovymi lozZisky a Funkce BY PASS
radialni turbinou. zajistuje funk&nost

- . vytapéni i pfi vypadku
Viyrobek Ize doplnit ROZMERY VYROBKU elektrického proudu.

filtrem, regulatorem atd..

. 1B KOM/F

& N
\< | | KOM/F 400
C

KOM/F 600-800
Vzduchovy filtr krbového

systému KOM.

Vyrobek se pouziva pro
filtraci teplého vzduchu
z krbovych vlozek.

Filtr je zhotoven z

A8l c D E | F G H| galvanizované ocel.
KOM 400 II 255 245 68 91 70 135

KOM 600 II 282 333 65 135 9l 206

KOM 800 II 290 333 80 135 9l 212
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Filfr KOM

TECHNICKA DATA TECHNICKA DATA

Acoustic ower Power Max. working Insulation i Acoustic ower Power Max. working Insulation

Model pressure supply consumption | temperature e class Model pressure supply consumption | temperature e class
BRIl | o A £ BRIl | e A £

KOM 400 Il 53 230/50 0,34 |-20/+150 KOM 400 BY PASS 53 230/50 0,34 |-20/+150
KOM 600 II 53 230/50 0,34 |-20/+150 KOM 600 BY PASS 53 230/50 0,34 |-20/+150
KOM 800 II 53 230/50 0,60 |-20/+150 KOM 800 BY PASS 53 230/50 0,60 |-20/ +150




